— TN
L | 2-1/2" STD. PIPE
| RAILING
n
Eu
e (i
Ood
5 1" STD. PIPE
3g BALUSTER
| <
TS
20 GROUT
T @ |
~0
|_
1 X | CONCRETE
i Q9 / CLASS 3000
o | |
-_—— :.A l. ~. | ~.l._. ./.“A'
@ I J 1. -
1 1 L b - b
Lt I 1" 6"CENTERS :
#4 BARS (TYP)
12"
| 5 2-3/4" 1.D. 6 GA.
. VAX | GALVANLIZED RAILING
SLEEVE
PEDESTRIAN RAILING DETAIL
NO SCALE N
4 \
MIN SAFETY PIPE RAILING
VARIES
2|
#4 BARS (TYP) —| 44 4 —#BARS
12" 0.C.
AN :
“’., — s A.\..A. . TS
'<'\°-\%\4_b~t>~/tb,t,- R %
Y RILLRN N :
. \\\//<\\/,<\\/ \ \\-//>§>/>\//>\\\\~\A. B | Bl
. s - . \\\/; \///\ . L, Y.
© e \\/\ R . |
7 RR
N VAN <A
N 8" 12"
FOUNDATION RAILING DETAIL
NO SCALE
NOTES:
1. PIPES SHALL BE ALUMINUM AND MEET ASTM B241/B241M-02
OR B429-02 ALLOY 6063-T6 SCHEDULE 40 (STD. PIPE)
2. ALL ALUMINUM PARTS SHALL BE GIVEN A BRONZE ANODIC
COATING AT LEAST 0.0006 INCH THICK AND HOT WATER
SEALED AND SHALL HAVE A UNIFORM FINISH.
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